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  T e c h n i c a l   D a t a 

 
  Electrical characteristics  

 
 

Output voltage 
 

Resolution     0,001 mm  :     ± 10 mm     ± 10 V 
Resolution   0,0001 mm  :    ± 1,0 mm     ± 10 V 
Resolution   0,0001 inch :    ± 1,0 inch     ± 10 V 
Resolution 0,00001 inch :    ± 0,1 inch     ± 10 V 

 

Max. output current ± 2 mA 
 

 
  Pin assignments  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Connection to C200 columns /  B200 digital gauges : 

Connect the adapter RSA - adp / ± 10 V to the RS232-connector of the C200 column gauge / B200 digital 
gauge and secure the adapter with the two UNC-screws. Switch the RS232 output to “continuous data output” 
in the C200 / B200 Setup menu. ( Select and confirm the menu point basic setup by using the rotary encod-
er, call menu L6 - rS 232 and select contin. )  
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D a t a   s h e e t  
 
 
RSA - adp / ± 10 V 
 
 

Doc.-No. :  D2MF601 031 Rev. :  03/13 

The adapter RSA - adp / ± 10 V is a plug-in module 
featuring an analogue voltage output. The module 
works on the RS232 - connector of the C200 columns / 
B200 digital gauges and outputs the measurement 
value shown on the numeric display as analogue 
voltage ( ± 10 V ). 
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